Pengaruh Konsentrasi Larutan Nanopartikel Perak Terhadap Tegangan dan Arus Keluaran Aki Kering Bekas untuk Menambah Daya Guna Aki kering
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ABSTRAK

Penelitian ini bertujuan untuk i) mengetahui karakteristik larutan nanopartikel perak dengan konsentrasi yang berbeda menggunakan spektrofotometer UV-Vis, ii) mengetahui perbandingan tegangan keluaran aki kering bekas yang ditambahkan nanopartikel perak dengan variasi konsentrasi dan tanpa nanopartikel perak, serta iii) mengetahui perbandingan arus keluaran aki kering bekas yang ditambahkan nanopartikel perak dengan variasi konsentrasi dan tanpa nanopartikel perak.

Penelitian ini dimulai dengan sintesis nanopartikel perak konsentrasi 1 mM, 2 mM, 3 mM, dan 4 mM dari larutan perak nitrat (AgNO3) menggunakan metode reduksi kimia. Hasil sintesis diuji dengan spektrofotometer UV-Vis untuk mengetahui terbentuknya nanosilver. Selanjutnya 4 mL nanosilver ditambahkan ke dalam aki kering bekas untuk mengetahui pengaruhnya terhadap tegangan dan arus keluaran untuk masing masing konsentrasi. Tegangan dan arus keluaran aki kering bekas diukur selama 240 menit untuk pemakaian lampu LED dan tegangan diukur selama 180 menit untuk pemakaian lampu 50 watt.  
Hasil penelitian menunjukkan bahwa nanosilver konsentrasi lebih tinggi memiliki panjang gelombang puncak absorbansi lebih besar daripada nanosilver konsentrasi rendah. Hal ini berarti semakin tinggi konsentrasi nanosilver yang disintesis, semakin besar pula ukuran nanosilver yang terbentuk. Aki kering bekas yang ditambahkan nanopartikel perak konsentrasi lebih tinggi memiliki nilai tegangan pada daerah stabil (V​0) dan arus pada daerah stabil (I0) lebih tinggi dibandingkan dengan aki kering bekas dengan nanopartikel perak konsentrasi rendah dan aki kering bekas tanpa nanopartikel perak.
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ABSTRACT
This study aimed to i) determine the characteristic of silver nanoparticles solution with varying concentration using UV-Vis spectrophotometer, ii) determine comparison the voltage output the used dry accumulator that were added nanosilver with various concentrations of nanosilver and without nanosilver, and iii) determine comparison the current output the used dry accumulator that were added nanosilver with various concentrations of nanosilver and without nanosilver.
This study began with the synthesis of silver nanoparticles 1 mM, 2 mM, 3 mM, and 4 mM of silver nitrate solution (AgNO3) using chemical reduction method. The synthesised product was tested by UV-Vis spectrophotometer to determine the formation of nanosilver. furthermore 4 mL nanosilver was added into the used dry accumulator to determine its influence on the output voltage and current for each concentration. Output voltage and current of the used dry accumulator were measured for as long as 240 minutes using LED lights and voltage were measured 180 minutes using 50 watt lamp.
The results showed that higher concentrations of nanosilver has a peak wavelength of absorbance greater than nanosilver with low concentrations. This means that the higher concentration of nanosilver are synthesized, the greater size of nanosilver were formed. The used dry accumulator that was added with higher concentrations of silver nanoparticle had a voltage value at a stable area (V0) and electric current in stable area (I0) with higher value compare to the used dry accumulator with lower concentrations of nanosilver and without nanosilver.
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